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Introduction

1 Introduction

1.1 About product

Please ensure eXport has been installed into your workstation before you proceed further. Please refer
to Installation Guide for detailed instructions on how to obtain and install eXport.

eXport is a software programmed to work seamlessly with WireXpert. It is designed to generate reports
from test results obtained from WireXpert units or the standard OTDR *.SOR file, and capable of
exporting to the commonly used *.CSV and *.PDF format for data archiving. The software has
undergone numerous qualitative and functional tests to ensure the latest version meets the latest
industrial standards and trend requirements.

This manual will only contain information and instructions on how to use eXport software. Please refer
to User Manual and Guides for WireXpert for device help.

1.2 Safety precautions

Read this manual before starting

For damages due to improper connection, implementation or operation Softing refuses
any liability according to our existing warranty obligations.

Note

This symbol is used to call attention to notable information that should be followed
during installation, use, or servicing of this device.

Hint
\rzg/ This symbol is used when providing you with helpful user hints.

CAUTION

Selection of option may cause all or partial of saved data and/or settings in the device
to be erased or restored to non-reversible original factory state. Backing up of saved
result(s) is recommended before executing option.

© Copyright 2017 Softing IT Networks 5
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CAUTION

CAUTION indicates a potentially hazardous situation which, if not avoided, may result
in minor or moderate injury.

WARNING

WARNING indicates a potentially hazardous situation which, if not avoided, could result in
death or serious injury

DANGER

DANGER indicates an imminently hazardous situation which, if not avoided, will result in
death or serious injury. This signal word is to be limited to the most extreme situations.

1.3 Intended use

WireXpert series has been designed for use in factory, process and building control. The unit must not
be used in explosion hazard areas. The permissible ambient conditions given in the Technical Data must
be complied with.

The faultless and safe operation of the product requires proper transport, proper storage and
installation, and expert operation and maintenance in accordance with the manual.

1.4 About this document

Read this manual before starting

For damages due to improper connection, implementation or operation Softing refuses
any liability according to our existing warranty obligations.

1.4.1 Document history

Document version Modifications compared to previous version

204 Firmware update to v7.3.

1.4.2 Conventions used

The following conventions are used throughout Softing customer documentation:

6 © Copyright 2017 Softing IT Networks
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Keys, buttons, menu items, commands and other
elements involving user interaction are set in bold
font and menu sequences are separated by an
arrow

Open Start =» Control Panel = Programs

Buttons from the user interface are enclosed in
brackets and set to bold typeface

Press [Start] to start the application

Coding samples, file extracts and screen output is
set in Courier font type

MaxDlIsapAddressSupported=23

Filenames and directories are written in italic

Device description files are located in
C:\<product
name>\delivery\software\Device
Description files

1.5 System requirements

Hardware

Q

PC

Operating system

Q

Q
Q
Q
Q

Windows Vista, 7, 8.x or 10 (32 bit or 64 bit)
Intel Core i3, 2.4Ghz and above

4 GB of RAM

200 MB of free space of installation

Microsoft .NET framework 4.0

© Copyright

2017 Softing IT Networks



WireXpert PC Software and Firmware

2 WireXpert PC Software and Firmware

2.1 Install software

1  Download the latest eXport PC software from http://itnetworks.softing.com/
2 If thisis a new installation, install the files in the package in the following order
1. Step_1_drvupdate-amd64.exeb
2. Step_2_dotNetFx40_Full_x86_x64.exed
3. Step_3 vcredist_x64.exe
4. Step_4_vcredist_x64_mfc.EXE
5. Step_5_eXport_setup_v7.2.0_x64.exe

3 If thisis an upgrade from an earlier version from 6.x and above, install only item e.

eXport - InstallShield Wizard

This setup will perform an upgrade of 'eXport’. Do you want to
continue?

Yes Mo

User Manuals
For more information on installation and using eXport PC software, please refer to

“Installation Guide for eXport PC software” and “User Manual for eXport PC software”.

Note

Softing IT Networks has ceased support for ReportXpert v5.x and earlier. Please contact
asia-support.itnetworks@softing.com for more information.

2.2 Upgrade firmware

1 Download and install the latest eXport PC software.

2 Connect an USB flash drive to the workstation.

3 Run eXport PC software.

4 GotoTools>C Update Device Firmware

5  Click [OK] and select USB drive from “Export to USB” window.

6  Click [Export] and [OK] to proceed.

7  Please wait while exporting takes place. This process may take a while.

8 Remove USB flash drive from workstation and connect to WireXpert.

8 © Copyright 2017 Softing IT Networks



WireXpert PC Software and Firmware

9 Select [Upgrade Firmware] from prompt and click [OK] button to continue.

10 If prompt did not appear, check that ¥ USB icon is present on the status bar, and press the &
SETUP button = Settings 2 =» Storage = USB.

11 Please wait while upgrading takes place. This process may take a while.

12 Upgrade process is complete.

CAUTION
Saved test results and settings may be erased during upgrading. You are recommended
to save all test results before upgrading the firmware.

Note — Upgrading from eXport <7.3

eXport 7.x has upgraded its database structure and added new features such as the Re-
certification function. You are recommended to perform a clean installation of the
software by uninstalling the existing 6.x software before installing the 7.x version.

2.3 Running the Program

1 Double click on the “eXport” shortcut icon on your desktop or go to the Start Menu =» Softing IT
Networks =» eXport.

2 The program will start with the version/build number indicated.

© Copyright 2017 Softing IT Networks 9
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3 Project Management

3.1 File Management

3.1.1 Creating a new *.PRX project

1. Go to File 9 New Project or select the Uj icon to create a new project.

2. Right click on the new project that is created,;

Open containing Folder — Opens file project file is saved in.
Add (Sub-items to be added in hierarchical order)

% Site — Adds a new site to the project

L Building - Adds a new building sub-item to the selected site.
¥ Floor — Adds a new floor sub-item to the selected building.
'@ Room - Adds a new room sub-item to the selected floor.
r‘ Rack — Adds a new rack sub-item to the selected room.

t Panel — Adds a new panel sub-item to the selected rack.

Rename — Renames the selected item.

Delete — Deletes the selected item.

Expand All / Collapse All — Expands or collapses the items and sub-items in the project.
Close Project — Closes the selected project

3.1.2 Opening an Existing Project

1. Go to File =» Open or select the E// icon to create a new project.
Locate project (*.PRX) file and click [Open] to open project.

X Opena project »
&~ 3 v N <« Reference » _Softing » PRXfiles w | Search PRX files 0
Organize » Mew folder = + [H o

)
)
()
()
)
)
)
()

T lala e

-.prx AlienCrossTalk.pr Demo.prx DIRECT eXport700.prx fail.prx
X ATTACH.prx
oot oort oot %r' %" oort
Fiber fiber.prx Franklin.prc Great City LBT_620.pre LinkWare72.prx
Inspection.prx Mall.prx

AL AL A AP A AL -

File name: |Franklin.pn< V| Test Project File (*.prx) ~

cance'

10
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3.2 Importing test results

3.2.1 From Device

1. Connect your workstation to the mini-USB port of WireXpert.

2. You may be prompted to install Microsoft Windows Mobile Device Center.
Click [Accept] to proceed installing the necessary drivers.

® Windows Mobile Device Center

IMICROSOFT SOFTWARE LICENSE TERMS

MICROSOFT WINDOWS MOBILE DEVICE
CENTER 6.1

These license terms are an agreement between Microsoft Corporation
(or based on where you live, one of its affiliates) and you. Please read
them. They apply to the software named above, which includes the
media on which you received it, if any. The terms also apply to any
Microsoft

» updates,

# supplements,

» Internet-based services, and

Brint Decline

3. Status bar will indicate “Connected” once your workstation is linked to the Device.

Total Records: 100 Selected Record No.- 1 O ~ Connected @

Go to Import =» Device or select the 'ﬁ icon.

5. Select the test result(s) you wish to import and click [Import Selected] to proceed.
Select [Import All] to import all test results.

© Copyright 2017 Softing IT Networks 11
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6. Depending on number of saved results, eXport may take longer to import. [screenshot need to
change to without “New Project”]

eXport - New Project

Impaorting...Please Wait...
L ] ‘.
....

7. Status bar will indicate “Importing” during the import.

3.2.2 From USB Flash Drive

1. Go to Import =» Device or select the 4" icon.
2. Select the Drive you wish to import the Test Result from. Click [Import] to proceed.
B Import *

3. Select the site(s) to import and click [Import Selected] or click [Import all] to import all sites.

12 Copyright 2017 Softing IT Networks
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4. Status bar will indicate “Transferring” during the import.
- Feeee

5. eXport will automatically upgrade the database if test results are imported from a previous build.

3.2.3 OTDR Test Results from SOR files

1. Go to Import =» OTDR to import *.SOR files.

x eXport - New Project

NEXT AL Margin
Margin (dB) (dB)

{0 Device
N USB Flash Drive

wl FromPC

2. Locate the *.SOR file and click “Open” to begin import.
3. Double click the test result to view the detail test results

X etpurt - New Progect

4. Move mouse cursor over chart in detailed view “OTDR Traces” to view distance over magnitude

results.

13
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COTDR - CABLE o s
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SOR file is an OTDR Trace File. An optical time-domain reflectometer (OTDR) is an
optoelectronic instrument used to characterize an optical fiber. An OTDR is the optical
equivalent of an electronic time domain reflectometer.

For more information on OTDR testing, search for “FiberXpert OTDR-5000" at
http://itnetworks.softing.com/

3.2.4 Fluke Linkware Test Results from FLW files

1. Go to Import = Other Format =» OTDR to import *.SOR files.

Importing...Please Wait...

L

2. eXport will attempt to detect Linkware application if the software has been installed in the default
directory. Otherwise, locate the folder where the software is installed, select “Linkware.exe” and
click [Open].

3. Locate the *.FLW file and click [Open] to begin import.

4. Double click the test result to view the detail test results.

3.3 Exporting test results

1. Go to Export =» PDF to export selected test report in *.PDF format.

X eipon - New Project a x
File  Impest | Setings  Teols Help  Langusges
o - F » Surrwnar Y I ,7
£ €W v [ Dl d
- Tex Dewnen “able Orveral Limmt Orveenll A1 Wt 12 W
4 T Twe [ L] Troe Levrdh ) Mescin B Mercin ) ok sy
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Go to Export =» CSV to export selected test report in *.CSV format.
X eipon - New Project o #
File Impost | bpurt | Seltngs  Touk  Help  Langueges
J B [ W rrerroren = |
= 5 " Swmimary L —
L iz o] Lo ] ooy _ o i prtdvg Y T Somp

e Summary — Generates summarized result(s) listing only the
tabulate report for entire project.

basic information. Generally used to

Summary Report

Cable Label

@r1

Limit

IS0 - Class |l Draft Channal

Total for Selectad Reports

°Copper

Fail

Result Len?ﬁ'l Margin(dB) Date & Time
(m NEXT

o 08 05-04-16 1:15:30 PM

Length (m)
0

e Detail — Generates full testing result consisting of all tested

device information of individual point.

parameters, plots, test settings and

Copper Certification Report Wi reXpe rt

Fiber Cettification Report WireXpert

Overall Result:

Cable Label: A1
1 v ‘
- Hin oo

e F
Cpsiar e s

Owerall Result

Fite: ot i
1 Jemrs 2011 Harmss Cal re:on Jate; 1
13

[——

pr20ioziss
[ Ho cheed

]
Buik_#6%_5 2018 D1_00-31-18

Lepztoack
& Tacnduryper

Wirsvop TEBAE !

‘Wavelength 1310nm
ik 1.1

‘Wavelength 1550nm:
2 Tbet Dbl
Rl ECAE

e
i
Haau Ve lme [
a ol Cures 5 vi0 oG vio 00
\nserucn\.uss_. F’asps ot E’ Lol i i, T BLa oo
) B s g ) 0m o [
Hafmranon fkin; - H -
1
Metwork Complianoe:
25 B TN LXSH
< Leonl
E _
n
Wy wo e[

0x

R EE

55
4Eaon <ERn

Y
vt 00 42 00

ACR-F-Pass

W
L
i
2
1

u

oy

250 s H-

ar
angon epa a0z

e

T

a2y 24 202

[TERNTY BTYS B4 Al

157 186 A8 1?1 Ta

AR PRGN ARGGD SRR PG 02 AAET AFIBT ATI0T

| OEASE-1 10ZEARE, DTEASER1, I0USASERD, manalaclurs w7l siske 31 ol

R 118 2201 1 S s, I 11218 12

m iy

Typical Copper Certification Report (Detail)

2.
loaded. Click [OK] to proceed.

3. Choose directory to save PDF or CSV file, enter file name and c

Typical Fiber Certification Report (Detail)

Select [Only selected result(s)] for selected results or [All result(s)] for all results that has been

lick [Save] to continue.

© Copyright 2017 Softing IT Networks
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Note

Save As PDF
T [ » MyComputer » Documents v @ | | Sesrch Documents )
Organize v New folder = @
R P
J¢ Favorites Name Date modified Type Size
B Desktop || Custom Office Templates 3AM  File folder
18 Downloads || OneNote Notebooks File folder
] Recent places || Outlook Files File folder
1 My Computer
J& Desktop
©| Documents
18 Downloads
0 Music
£ Pictures
B Videos v
File name: || v
Save asfype:  Adobe Reader Document(*.pdf) v
= Hide Folders Cancel

When Saving Phase Data option is enabled in the Lab Options, exported CSV file can be
used to generate plots for phase information.

16
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4 Data Management

4.1 Viewing the test results

After importing test results, summarized data will be displayed.

Click on the Project name to display all test results.

Click on the Site name to display test results saved within the site.

X eipon - Great Cay Mall

BECITRES

File Impost  Export  Selbing:  Tool  Help  Langusges

I'j Great Cty Mal

= ” UHEPECIFIED
.

L:‘Y z
e:
‘7

Total Records: 14 Selected Record No.- 7

PRELEAATZA

Toe T G Lt o Lims Ty Toghil  Magni®) B

Copprr Wad00 (e feDiell k1 pri Dperl U ot EA Chenel [ 24 T 78

Copoer Wad0O e el ek g Dpert UL ot £ Chwel 4 15 08

Coporr WadS00 el el i ni Dparl & TUA - Cot EA Chaved |4 15 )
W00 el el ki Jpart TIA- Cot BA el | 34 14 se
[Wedha [PRBLEAARZ A [ TlA Cot EA e |18 124 &2
. : +Cot €3 I

PRELEAAZZA

PRt

e Seaemp
[irra0na 115

[irraone s |
e e |
[rroranens |
[ramna e |
[s07201a 114, |

11 oo | 115 - Cat £ Chwr | 7. [z amans | K
S } (Ot et} = 5
Local Ser. No. pwalT0003 Measurement ValueiMargin
Romobe Ser Mo PN 00004 [ 2
Cable Manufacturar Ganaric LITF Dalay (ns) 120
Cable Name CATGAUTP Cabla NVP (%) GB0
Cable Type utp Resistance (Ohms) 0.0
U Insertion Loss (dB) 17
Connector Name UTP Mod Jack A Rsturn Loss (o) B3
Connectoe Type UinSheeddid MEXT (dB) 124
Limit TIA - Cat BA Chamel PS-NEXT (dB) 135
ACH-F (dB) 145
PRELHAAZZA PS-ACRF {d8) 148
. N (F

- Diconnected @)

Legend

v Pass

#
v Marginal Pass

X Fail

ﬁMarginal Fail

Double click view more comprehensive information of the test result.

Copper - Science Park Building 1_1_B
File  Export  Seltings

|Summary | " nsetienlosm . Renmios o NEXT . PSNEXT o ACRE 7 PSACRF o ACAN o PSACRN . LenghADely .~ Fessiance NEXT locmor AL Lccainr impedance”  Pols Cvervew

Eorogiied
Genenc UTP
CATRAUTP
[

Fasakm e gemant

Insestion Loas.
Frtum Loaa
NEXT
.PS-NE:!I
.PCR‘F
.PE-AER"

ACRN

ARG HNANMNN

PS-ACRN

Cverdmw  Test Semngs  Test Probes

03m
A0ra

Pass

e U004

1

L T

[ T B 0y T e

The ‘Overview’ tab displays the summary of the selected results.
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| Coppes - Science Park Builng 01_1_B

Sumeary .r'h-au-u- (lﬁnnlu (NM /W fﬂ! (W ./m /mun /maw (m mm m.l.un Impectancs™ mm-\-

Cable Marufacturer

Catie Ty

i

E——

The ‘Test Settings’ tab displays the configurations used for the selected results.

1
o
*

Coppes - Science Park Buildng 01_1_B

—

Sumeary .r'h-au-u- (lﬁnnlu.(nm (W fﬂ!.(m ./m./rm /manﬁg‘_(m mm m.l.uuu.lww-a mm-\-

| Local dataCadVien Tetadolmn2 | clatalnd e Tro BexeCokmn 57
Sellware Ver. 0 70

Local Calbestion Date 060415 031213

pali100452

sl B4l
S084

|

Ovenven Tes Seings | T proes|
A

The ‘Test Probe’ tab displays information on the hardware used to obtain the results.

3. Click on the individual tab to display plots, worst marker and other detailed information. Use the
scroll wheel of the mouse on the plots to zoom in/out the results, and right click for more in-plot

options.

Return Loss

Insertion Loss
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NEXT PS-NEXT

ACR-F PS-ACRF

QUL
TE E'E'i"

Length & Delay Resistance
[ e ——
i T O AR TV ki, e | S e e it . R i T KR XA N iy (S, M i % i i . _

NEXT Locator RL Locator
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Impedance Plots Overview

4.1.1 Inverting Y-Axis

1. Go to Settings = Y Axis (Vertical) Orientation = Inverted

P - o x P —— - o x

o i g o i g
[rree [rree

e S o o e e e P ST S S i — St i o b | BT AN KRS AR AR PR e ey < e N L P

Default plot Inverted Plot

4.1.2 Llinear & Logarithmic

1. Go to Settings = Y Axis (Horizontal) Orientation
=>» Linear (default)

Copper - Science Park Building I1l_1_B
File Export Seftings

Plots Overview

»Y‘{f . u'%&’m!‘ ‘I:’J"‘\u i

i

v jrf f
s
Y ." I

/N

10 20 30 40 50 a0 70 a0 #0 100
Frequency (MHz)

| settings ll Worst Case |

Tocal Remote Pair Value (dB) Limi: (dB) Margin (d) - Frequency (MHz2) ~
Local Pair Remote Pair Remote Pair 3,645
Local Pair 1,236 Remote Pair 1236 Local Par 267.8 200 50.0 200 160
Local Pair 1245 Remote Pair 1245 Local Par 4578 pp o 2 -
I Local Pair 1,2-7.8 | Remote Pair 1,2-7.8
=l =l Local Pair 3645 830 623 207 115
Local Pair 3645 Remote Pair 3645
Remote Pair 12-7.8 834 623 211 115
Local Pair 3,6-7.8 Remote Pair 3,6-7.8
Remote Pair 1245 856 633 23 1.00
Local Pair 457.8 Remote Pair 457.3 .
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=>» Logarithmic

Copper - Science Park Building IIl_1_B - O X
File Export Settings

Plots Overview

Summary " Insertion Loss " RetumLoss " NEXT: ./ PSNEXT . ACRF . PSACRF ./ ACRN . PSACRN o Lengh&Delay . Resstance NEXT Locator RL Locator Impedance®

e ]

Eraquency (MHz)

({_Setings } ! Worst Case |

Tocal Remote Pair Value (dB) Limit (d8) Margin (d6) - Frequency (MHz) ~
Local Pair Remote Pair Remote Pair 3645 778 600 17.8 160
Local Pair 1.23.6 Remote Pair 1,236 Local Pair 3678 800 500 200 160
Local Pair 1,245 Remote Pair 1.2-45 Locl Par £57.8 25 6z 202 100
v -, ] -
Local Pair 1.27.8 Remote Pair 1278 Local Par 3645 20 o p o
Local Pair 3645 Remote Pair 3,645
Remote Pair 127.6 834 623 211 115
Local Pair 357.8 Remote Pair 3678
Remote Pair 1245 856 633 23 1.00
Local Pair 457.8 Remote Pair 4,578 .

4.1.3 Markers

1. Go to Settings = Markers
=>» Ethernet Standards — additional markers indicating frequencies of various Ethernet standards

will be indicated for reference.

Copper - Science Park Building IIl_1_B - O X
File Export Settings

Plots Overview

Summary " Insettion Loss  + Retumloss +* NEXT 7 PSNEXT ./ ACRF .~ PSACRF .~ ACRN .~ PSACRN . Lengh&Delay . Resstance NEXT Locator RLLocator Impedance®

Frequency (WHz)

({_Setings } ! Worst Case |

Tocal Remote Pair Value (dB) Limit (d8) Margin (d6) - Frequency (MHz) ~
Local Pair Remote Pair 7739 600 17.8 160
[ Local Fair 1236 Remote Pair 1,236 Local Pair 3678 800 500 200 160
Local Pair 1,245 Remote Pair 1.2-45 Locl Par £57.8 25 6z 202 100
v -, ] -
Local Pair 1.27.8 Remote Pair 1278 Local Par 3645 20 o p o
Local Pair 3645 Remote Pair 3,645
Remote Pair 127.6 834 623 211 115
Local Pair 357.8 Remote Pair 3678
Remote Pair 1245 856 633 23 1.00
Local Pair 457.8 Remote Pair 4,578 .

= Worst Margins (default)
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Copper - Science Park Building IIl_1_B
File Export Settings

Plots Overview

Summary " Insettion Loss " Retumloss +* NEXT 7 PSNEXT .~ ACRF .~ PSACRF .~ ACRN .~ PSACRN . Lengh&Delsy .~ Resstance NEXT Locator RLLocator Impedance®

Frequency (WHz)

! Worst Case |

Remote Pair Value (dB) Limit (d8) Margin (d6) - Frequency (MHz) ~
Remote Pair Remote Pair 3645 778 600 17.8 160
cal Pair 1236 Remote Pair 1,236 Local Pair 3678 800 500 200 160
Local Pair 1,245 Remote Pair 1.2-45 Locl Par £57.8 25 6z 202 100
v -, ] -
Local Pair 1.27.8 Remote Pair 1278 Local Par 3645 20 o p o
Local Pair 3645 Remote Pair 3,645
Remote Pair 127.6 834 623 211 115
Local Pair 357.8 Remote Pair 3678
Remote Pair 1245 856 633 23 1.00
Local Pair 457.8 Remote Pair 4,578 .

4.2 Editing information

1. Right click at the results selection screen (right panel).

Open in a new window

Rename 3

Replace 3
% Delete

Conversion 3

Re-Certification

Properties

Locate Tree ltem

2. Go to Rename =» Cable Label to rename the selected cable.

Go to Rename = Operator Name to rename the selected operator.

Open in a new window

Rename 4 Cable Label

Replace » Operator Name
®  Delete

Conversien 3

Re-Certification

Properties

Locate Tree ltem

22
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Go to Replace =» Cable Label to find the label to be replaced on the selected result(s).

Go to Replace = Operator Name to find the name to be replaced on the selected result(s).

Open in a new window

Rename 3

Replace v [ cableabel |
8 Delete Operator Name Replace With:

Conversion » |

Re-Certification

==

Properties

Locate Tree ltem

3. Goto Delete to permanently delete a test result. Click [Yes] to proceed.

] Do you want to permanently delete selected test record(s)??

4. Go to Conversion = Cable Pairing to change between T568A to T568B cable pairing and T568B to

T568A pairing. Default setting uses T568B cable pairing.

Openiin a new window

Rename 3
Replace 3

# Delete
Conversion 3 m Cable Pairing  » T568A -> T568B

Re-Certification T3688 -> T568A

Praperties

Locate Tree ltem

Go to Re-Certification to recertify the selected test result using another test limit.

7—1 Re-Certification

Select the desired test limit to re-evaluate the cable tests against

TIA - Cat 3 Channel

TIA - Cat 3 Channel

TIA -Cat 3 Permanent Link
TIA -Cat 5e Channel

TIA -Cat be Permanent Link
TIA - Cat & Channel

TIA -Cat & Permanent Link
TIA - Cat 6A Channel
TIA - Cat 6A Pemmanent Link
TIA - Cat & Channel 22-23AWG
TIA -Cat 8 Channel 2480WG
TIA -Cat 8 Channel 26AWG
TIA -Cat 8 Permanent Link
TIA - TSB-155 Channel

TIA - TSE-155 Link
EL-3600-6 - Cat 5e Channel
EL-3600-6 - Cat 5e Link
EL-3600-6 - Cat 6 Channel
\___|EL-3600-6 - Cat 6 Link
TIA-PatchCord Catbe 0.5m
TIA-PatchCord Catbe 1.5m
TIA-PatchCord CatBe 10m
TIA-PatchCord CatSe Tm
TIA-PatchCord Cat5e 2m
TIA-PatchCord Cat5e Jm
TIA-PatchCord Cat5e 5m

|| TIA-PatchCord Cat6 0.5m
TIA-PatchCord Cat6 1.5m
TIA-PatchCord Cat6 10m
TIA-PatchCord Caté 1m

TIA-PatchCord Caté 2m vl

5.

Re-certification will fail if test condition is not met.

Science Park Building ITT_1_A
'ol 150 - Class D Channel
Invalid recertification type. Please check the interface and cable grade

compatibility.
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Note

Backup *.PRX file before performing Re-certification as this process will overwrite
existing test results.

6. Go to Properties to view user editable information on the selected result

| Properties <
Cable Label |Science Park Buiding IIL_1_A
Operstor | Unspecfied
Cable Type | Unshielded

Site Address

Site Notes

I

A

7. Goto Locate Tree Item to find where the selected cable label is located within the project hierachy

tree.
X eipon - Great Cay Mall a x
File Impost  Export  Selbing:  Tool  Help  Langusges
N { -
I = R R ]
-2 Tez Do : " Ovveral Crveral NEXT L blargn ~
- u et Coy M Tioe Tﬁ‘ Calls Labes iy Lime Typn Length fa) Mg 48} E) Time Seomp
L wuuymlFlm 1 (Copper WS bl el ek i Dper] [ TUA - Cot A e [ 24 (12 (78 [y7arzans_ |
5 2 Copper  WadS00 bl lielt ek el Jper] | TUA Gt A O [ 4 |25 8 T NE |
= l‘i BL 3 Copoe WSO bl frell k2 eel Dperl | x | TUA Gt A Craeene [ 4 35 |08 [17ar2014 05|
\f ” 1 Coppee WadB00 bl ek oei Dper TUA - Cal EA Charmnel | 24 14 5E 107N 115
- E ] bos PRELEAAXTA — e —_— 18 134 63 29072014 114
- 6 (Comer  WassD | PRELEAAYZA AT R . I | I [28072014 118, |
7 Copoer  WatB00 |PRELZAAZZA Fenarme . 2 1124 le2 |2mar2014022. |
T ‘x 2 Cosper W00 A2 Feeglace b el |2 [157 le1 e
ﬂ s Cooer WSO [ 8 Delete 2 145 [ea |27 2014024 |
W Copoer WSO s e 2 [1s [e2 20072014 034
: ‘Y 1 Coporr  WdS00 |Hone e e [ [63 |m3oranan
e 2 1 Copetr WD B2 bk biinic) |z 142 l63 e
11 Coner WS 7 Froperbes el |2 147 3 T 15 +
- - Sy | Locate Tree em P -
E z Local Ser, No. pwaI100003 Messurement Valug/Margin
U UNSPECIFIEDSX Remabe Se1. No w0004 Lungth jmj 14
Cable Manufacturar Ganaric LITF Dialay (ne) 1o
Cable Name CATGAUTP Cabla NVP (%) GB0
Cable Type UTp Resigtance (Ohms) 21
U Inserbon Loss (dB) 1.7
Gonnector Name UTP Mod Jack 6A Fictusn Loss (dF) 63
Connector Type UinSheeddid MEXT (dB) 134
Limil TIA - Cat BA Chamel PS-NEXT (d8) 148
ACH-F (dB) 145
PRBLUAAXZ A PS-AGRF (a8) 1
4 H-M {elF
Total Records: 28 Selected Record No.- 5 - Disconnected (@

4.3 Searching for information

X eipon - Great Cay Mall
File Impont Export  Settings  Tools rgusges

DFB 04 =2

Lt

| Test Type

|Length lenger than

|Length sherter than
Tame Later than

Teme earlier than

1. Select type of search from the drop-down menu and input search value in the search field or select

from the additional search options.

2. Press [Enter] or click the ‘Search’ q icon on the left to begin search.

24
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5 Setting Preference

5.1 Personalizing the test reports

1. Go to Settings = Company Details to personalize test results with your corporate logo and
company name.

2. Enter Company name and click on the empty area to browse for image of the logo. Click [OK] to
save.

/—| C Details ~

Name |Soﬂing IT Networks
optimize! 4
Please drag A
YOUr COmpany L A /H
logo ta the nin
_right box or |. v
click to browse. U
~ |
L/
Cancel Defauit
b S

3. Your Company name and corporate logo will be displayed on the top left hand corner of the next
result exported.

optimize! 7 - .
< Oft 0@ Copper Certification Report ereXpert
Cable Label: blk-flrO-t...-pnl-2-por1 Overall Result:
Date & Time: 17-07-14 11:54:43 AM Building: Unspecified-Building
Limit Typa: TIA - Cat 6A Channal  Floor: Unzpecifiad-Floor

Cable Nama: CAT BAUTP Room:  Unzpacifisd-Room
Connector Mame: UTP Mod Jack 8A Rack: Unzpecified-Rack

5.2 Choosing the length units

1. Go to Settings = Length Unit to choose length units to be displayed in Metres or Feet on the test

results.
Measurement ValuefMargin Measurement Value/Margin
Length (m) 2 Length (ft) 6.6
Delay (ns) 120 Delay (ns) 120
Cable NVP (%) 68.0 Cable NVP (%) 68.0
Resistance (Qhms) 16 Resistance (Ohms) 16
Insertion Loss (dB) 17 Insertion Loss (dB) 17
Return Loss (dB) 62 Return Loss (dB) 62
MNEXT (dB) 11.8 NEXT (dB) 118
PS-NEXT (dB) 131 PS-NEXT (dB) 131
ACR-F (dB) 14.6 ACR-F (dB) 146
PS-ACRF (dB) 14.0 PS-ACRF (dB) 140

h VAN y

© Copyright 2017 Softing IT Networks 25



Setting Preference

5.3 Choosing the report format

1. Go to Settings = Report Format to choose the format of the report.
=>» Calibration Date (default) — last calibration date of WireXpert will be indicated on the report.

Local Sar. No.: pw20100003 Reamota Ser. No.:
Local Adapter: Cat 64 Channel Remcte Adapter: Mo Probe Attached
Local Calibration Date: 14-August-2013 Remote Celibration Date: 14-August-2013

Device Software: 6.1.11 Reporting Software: Build_#685_7.3_2016-12-01_00-34-1%

=>» Y-axis Inverted — all test results will generate charts with inverted Y-axis

NEXT:Pass
Local: Remote: Local: Remote:
Pair: 12-78 45-78 12-78 1245
Valua (dB): 671 758 671 E65
Limit {dB): 636 EB50 B36 261
Margin (dB): 35 10.9 35 40.4 140 0

Frequency (MHz): 3.70 1.75 3:?0 458 .00

NEXT:Pass

Local: Remaote: Local: Remata:
Pair: 12-78 45-78 12-78 1245
Value (dB): €71 739 €7.1 €635
Limit (dB): 636 650 636 261
Margin (dB): a5 108 35 404

Frequency (MHz): 3.70 1.75 370 488.00

Same test report with “Y-axis Inverted” option enabled.

=>» Plots — selecting [High Resolution] will generate PDF report in the highest printable quality or

[Low Resolution] for PDF reports in compressed file size.

26
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6 Special Operations

6.1 Updating the Device Software

1 Go to Tools = Update Device Software

X eXport - New Project
File Import Export Settings | Tools | Help Languages

= H [ﬂ i |O Update Device Software
Y \
il ¥ Label List Generator ;

| T

2 Please ensure an USB flash drive has been connected to your workstation before proceeding with

update.

3 Click [OK] after reading the warning message to proceed.

- Test data format of eXport is different from earlier ReportXpert software.

\l} You cannot import test data from the older ReportXpert software in
eXport! Finish your current project to avoid fragmentation of test data.
Then update your device software to the latest version.

4 Select USB flash drive for firmware to be exported to and click ‘Export’ to proceed.

B Export to USB b

Please choose the desired USE Fash drive you would
like to export.

] ] f ]

0S5 (C:\) Data (D) TWO (F\) My
Passp...

Export Exit

This operation will create device software upgrade package in USB Flash
Drive:

TWO i\

o | o]

5 Please wait while the data download is in process.
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Processing...Please Wait...

6 Click [OK] proceed after the download process is complete.

- Firmware download completed!

-

6.2 List Based Testing
6.2.1 Hierarchy

Go to Tools =» Label List Generator

X eXport - New Project
File Import Export Settings | Tools | Help Languages
ey l !l [ﬂ ' . £} Update Device Software :l
v ¥ ‘G Label List Generator

The Label List Generator generates cable labels in customizable hierarchical (building name-> floor->
telecom room-> rack-> panel-> port) order before conducting cable certifications, reducing effort from
keying labels after every test. The pre-defined labels imported into the device will prevent duplicate
testing when conducting in non-sequential orders.

Label Tiers provides hierarchical tiers of the labels. Uncheck tier if not applicable.

[Delimited with] refers to the text separator between each tier of labeling. Leave blank if not applicable.
Alpha-numeric and ASCII characters can be used.

[Start with] refers to the first label of the tier. Only alpha-numeric characters can be used.

[End with] refers to the last label of the tier. eXport will increase the number of labels depending on the
input. Only alpha-numeric characters can be used.
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('—1 Label List Generator

Hierarchy  Paint to Point Export to USE
Building Export to CSV
Telecom Room | | | | | | Load
P | Jl Il | Bdt
e | | | | | | Information:
Mai 1000 Label List
Port | | | | | | c:a?gl:genemted. ©
L A
Example
Start With End With Labels Generated
BuildingName-Floor_01 BuildingName-Floor_10 10
BldName-L01-RoomA BldName-LO1-RoomF 6

Labels ending with alphabets will also

be increased.

BldName-#01-RoomA-Al

BldName-#02-Room-B5

20

Labels generated:

BldName-#01-Room-A1~A5
BldName-#01-Room-B1~B5
BldName-#02-Room-A1~A5
BldName-#02-Room-B1~B5

6.2.2 Point-to-Point

The Point-to-Point label generator creates labels for straight forward connections from Point A to Point
B such as Backbone or connections terminations between two panels.

© Copyright 2017 Softing IT Networks
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Start erh:
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7 Localization

7.1 Selecting the Language

eXport allows users to select from the 12 available languages. English is the default language.

1. Go to Languages to select preferred language.

X eXport - New Project - O X
File Import Export Settings Tools Help | Languages
L = {,r ‘ able Label

Cestina

English

Espanol
Lok

Finnish

Francaise
Italiano
i e
B+
Polski

Svenska

2. Click [OK] to restart eXport.

] Please restart the application!

7.2 View the device on your Workstation

1. After WireXpert is connected to your workstation, click the device icon ¥ ™ next to the 'Comeded &
indication on the status bar.

Device Information
Remate Display

= Connecied B

2. Select [Device Information] to view the device’s serial number, software version and calibration

Device Information a
Serial No pw20100003
Software Ver. 72
Unt Type LOCAL
Calibrated on 2171172016
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Select [Remote Display] to access the Local unit remotely via your workstation.

Accessing this option will allow advanced functions such as screen capturing (image), action

recording (video), screen magnifying (zoom), etc.

8 Remote Display - >
Eile Zoom Display Tools
07-12-2016 & &
Quick Setup
Custom >

e

-

Test Settings

Limit:
TIA - Cat 8 Channel 22-23AWG
Cable:
Generic Shielded
NvP: 76.0

Connector:
Generic Shielded

aa

A

Project Settings

Site: >

Demo

Label Source:
Simple Label

A

ava

System Settings )

AN

32

© Copyright 2017 Softing IT Networks



Declarations

8 Declarations

EU Declaration of Conformity

Softing Singapore Pte. Ltd.
3 Science Park Drive
#03-09, The Franklin
Singapore Science Park 1
Singapore

118223

declare under our sole responsibility that the products
Model / Description

WX4500-FA

WX500-CU
WX_AD_VCL_MM1/MM2
WX_AD_EF_MM1/MM2
WX_AD_SM1/5M2
WX_AD_MM_MPO_KIT/
SOURCE/PWRMETER

WireXpert cable certifier 2500 MHz

WireXpert cable certifier 500 MHz

Multi mode fibre adapter

Multi mode fibre adapter (encircled flux compliant)
Single mode fibre adapter

~ — Ty e, Ty

Multi mode MPO adapters
comply with the requirements of the following directives:

EMC directive 2004/108/EC (valid until April 19, 2016)
EMC directive 2014/30/EU (valid from April 20, 2016)

RoHS directive 2011/65/EU

Low Voltage Directive 2006/95/EC (valid until April 19, 2016)
Low Voltage Directive 2014/35/EU (valid from April 20, 2016)

Applied harmonised standards:

EN 55024 (2003-10) : Information technology equipment — Immunity characteristics —
Limits and methods of measurement

EN 55022 (2008-05) : Information technology equipment — Radio disturbance
characteristics — Limits and methods of measurement

IEC 60950-1:2005 (Second Edition) + Am 1:2009 + Am 2:2013 : Information technology
equipment — Safety — Part 1 : General requirements

>_ 1. ] Cl3w

Simon Harrison Date
General Manager

ﬁ‘emplate version 2.1 | Document No: 3000-0006
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This device complies with the requirements of the EC directive 2004/108/EG "Electromagnetic
Compatibility" (EMC directive). It meets the following requirements:

Note
A Declaration of Conformity in compliance with the above standards has

been made and can be requested from Softing Singapore Pte Ltd.

China ROHS
25 The WireXpert device and its test components are China ROHS compliant.

WEEE
Electrical and electronic equipment must be disposed of separately from
I

normal waste at the end of its operational lifetime.

Please dispose of this product according to the respective national
regulations or contractual agreements. If there are any further questions
concerning the disposal of this product, contact Softing IT Networks.

CAUTION
This is a Class A product. In a domestic environment this product may cause

radio interference. In that case the user may be required to take adequate
measures!

ROHS

MPLIANT The WireXpert device and its test components are ROHS compliant.

ETL Intertek Verified
€l|b WireXpert device is ETL verified to ANSI/TIA Ille, IEC 61935-1 levels llle & IV
VeripieS and currently proposed Level V draft, with the applicable measurement

Intertek ~ @ccuracy.

Class 1 Laser Product

>

The light source transmitted from the following fiber test modules — Single
Mode (SM), Multi-Mode (MM) and Encircled Flux compliant Multi-Mode
(MMEF) are classified as Class 1 lasers and are very low risk and "safe under
reasonably foreseeable use", including the use of optical instruments for
intrabeam viewing.
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Class 1m Laser Product

The light source transmitted from the following fiber test modules — MPO
Remote are classified as Class 1m lasers and have wavelengths between
302.5 nm and 4000 nm, and are safe except when used with optical aids.
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Related documents

User Manual — Fiber Certification Testing

User Manual — MPO Certification

User Manual — eXport

User Guide - List Based Testing

User Guide — Installing eXport PC Software

Quick Start Guide — Copper Certification Testing

Quick Start Guide — Fiber Certification Testing

Quick Start Guide — Encircled Flux Compliant Multimode Fiber Certification Testing

Quick Start Guide — MPO Certification Testing
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9 Technical Support

Softing’s global presence ensures our customers receives sales and technical support anywhere

around the world. For more information : http://itnetworks.softing.com

The Americas

Softing Inc.

7209 Chapman Highway
Knoxville, TN 37920
Phone: +1 865 251 5252
E-mail: sales@softing.us

Asia / Pacific

Softing Singapore Pte. Ltd.

3 Science Park Drive

#03-09, The Franklin

Singapore Science Park 1

Singapore 118223

Phone: +65-6569-6019 ext. 105

E-mail: asia-sales.itnetwork@softing.com

Europe/Middle East/Africa

Softing IT Networks GmbH
Richard-Reitzner-Alle 6

D-85540 Haar, Munich

Phone: +49 89 45 656 660

E-mail: info.itnetworks@softing.com

Softing Shanghai

Room 208, Building 1, No 388, Tianlin Road

Xuhui District, 200233
Shanghai, China

Phone: +86-21-54133123
E-mail: china-sales.itnetwork@softing.com

Softing SRL

87 Rue du Général Leclerc
Creteil, Tle-de-France

94000 (Paris)

Phone: +33 1451 72805

E-mail: info.france@softing.com

Softing Italia Srl. Austria
Via M. Kolbe, 6 Buxbaum Automation GmbH
20090 Cesano Boscone (Ml) Eisenstadt

Phone: +39 02 4505171
E-mail: info@softingitalia.it

Phone: +43 2682 7045 60
E-Mail: office@myautomation.at

© Copyright 2017 Softing IT Networks
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